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GENERAL NOTES

EXCAVATION, BACKFILL, EXPANSION JOINT MATERIAL, SEALERS, AND
OTHER RELATED MISCELLANEOUS ITEMS WILL NOT BE PAID FOR
SEPARATELY, BUT THE COST THEREOF SHALL BE INCLUDED IN THE
COST OF 4° CONCRETE SIDEWALK.

2. 1/2" x 4" PREMOLDED EXPANSION JOINT MATERIALS AROUND POWER
OLES OR OTHER STRUCTURES IN WALK.

3. USE 1" x 4" PREMOLDED EXPANSION JOINT AT CURB IF SIDEWALK
ABUTS OBJECT ON PROPERTY LINE.

4, EXPANSION JOINTS MAXIMUM DISTANCE = B50'-0", USE 1" x 4"
PREMOLDED EXPANSION JOINT MATERIAL.

5. CONTRACTION JOINTS MAXIMUM DISTANCE = 21'-0", SAW CUT 2" DEEP
AND FILL WITH HOT POURED SEALER.

6. SAW CUT JOINTS WITHIN 24 HOURS.

7. AT DRIVEWAY LOCATIONS, THE SIDEWALK SHALL BE CONSTRUCTED
TO BE WHEELCHAIR ACCESSIBLE.

8. THERE WLL BE NO DEDUCTION IN PAYMENT FOR CONCRETE CURBS AND
GUTTER AND/OR INTEGRAL CURB FOR THE LENGTH OF THE DEPRESSED
CURB.

9. RAMP DIMENSIONS SHOWN ARE BASED ON A CURB HEIGHT OF 6". THE
DIMENSIONS SHOULD BE ADJUSTED FOR QTHER CURB HEIGHTS., THE MAXIMUM
PERMISSIBLE SLOPES OF THE WHEELCHAIR RAMPS ARE 12:1.

10. SURFACE TEXTURE OF THE RAMP SHALL BE THAT OBTAINED BY A COARSE
BROOMING TRANSVERSE TO THE SLOPES OF THE RAMP.

11.  DRAINAGE STRUCTURES SHALL NOT BE PLACED IN LINE WITH THE
RAMPS.

12.  THE NORMAL GUTTER LINE PROFILE SHALL BE MAINTAINED THROQUGH THE
AREA OF THE RAMP.

13. WHEELCHAIR RAMPS SHOULD BE LOCATED SO THAT THE RAMP WILL BE ON
THE TRAFFIC APPROACH SIDE OF ANY OBSTACLE.

14.  WHEELCHAIR RAMPS SHOULD BE BUILT AS SHOWN ON THE PLANS OR AS
DIRECTED BY THE ENGINEER. THE TYPE OF RAMP WILL BE DESIGNATED
ON THE PLANS. IF A RAMP IS TO BE CONSTRUCTED AS A COMBINATION
OF TWO TYPES, i.e.,, ONE SIDE TYPE A AND ONE SIDE TYPE B, THE
RAMP SHALL BE DESIGNATED TYPE A—B.

15, WHEELCHAIR RAMPS REQUIRED ON ALL NEW CONSTRUCTION AND AT
LOCATIONS WHERE EXISTING SIDEWALKS ARE TO BE REPLACED.

A RAMP SLOPES SHALL BE 20:1 WHENEVER RIGHT—OF—WAY
ALLOWS. IN NO CASE SHALL RAMPS EXCEED THE MAXIMUM
OF 12:1.
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1" x 4" PREMOLDED EXPANSION JOINT

1 ’_O” _I l_

OH 1 l_ O”

{ O

/ » »
1'-0 -
NEW SIDEWALK

B CK MAIL BOX
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NOTES:
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EXISTING SIDEWALK
METER CAN

WATER VALVE

1. MANHOLES, WATER VALVES, METER CANS AND BUILT—IN
BRICK MAIL BOXES Rl;;QUIRE 1" PREMOLD EXPANSION

JOINT MATERIAL 1 -0

EACH SIDE OF STRUCTURE.

2. MANHOLES, WATER VALVES, METER CANS TO BE ADJUSTED
AT CONTRACTOR'S EXPENSE AS PER CITY OF EDMOND STANDARDS.

3. 1" x 4™ PREMOLDED
EXISTING SIDEWALKS JO

EXPANSION JOINT IS REQUIRED WHERE
IN TO NEW SIDEWALKS.

4, SAW CUT JOINTS WITHIN 24 HOURS AFTER FOURING.
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WHEEL CHAIR RAMP PROFILE
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MAX. SLOPE PERMITTED WITHIN AREA TG BE
UTILIZED FOR WHEELCHAIR PASSAGE IS 8.33%
DRIVEWAY SHOQULD NOT FUNCTION AS A H.C. RAMP
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CON ALL INTERSECTIONS WHERE DRAINAGE STRUCTURES

DO NOT INTERFERE AND DRAINAGE IS SATISFACTORY,
TYFE "C” WHEELCHAIR RAMFS SHALL BE CONSTRUCTED.

BUILDING OR PROPERTY LINE

4RIES ﬁ EXRANSION JQINT
4ED RTINS
) ’ Q

VARIABLE DIMENSION FOR

NQTE: DEPRESSED CURE WIDTH

4” CUSHION OF 3/8" (SEE PLAN SHEET)
AGGREGATE ON ALL RAMPS
IYPE C
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TYPE "AB” MQDIFIED

(BASED ON 6" CURB HEIGHT)
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SLOPE TO CURB HEIGHT. " )
MIN. SLOPE LENGTH = 6'—0" QE}JGPHET O 0" @ 12:1 MAX.

EXTEND SIDEWALK AT 12:1 MAX. TAPER CURB FROM CURB
SIDEWALK

PROVIDE 1/2" EXPANSION JOINT MATERIAL
AT SAWCUTS IF SIDEWALK IS CONSTRUCTED
ON EXISTING FLUME

SIDEWALK RAMP AT FLUME CROSSING
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SIDEWALKS

CITY OF EDMONDJ  THROUGH FLUME
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